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PLAN NOTES:
1. Contractor shall schedule meeting with engineer and property owner prior to mobilization and construction.
2. Contractor shall verify all information including elevations and utilities prior to construction.
3. Contractor shall verify all proposed materials with property owner and engineer prior to construction.
4. Contractor shall stake out locations of proposed rain gardens, stone channels, and trench drain and obtain

approval from engineer prior to installation.
5. Contractor shall grade site as shown on plan. Cut soil shall be reused on site for fill locations.
6. Contractor shall haul excess soil off site unless otherwise noted by property owner.
7. All finished elevations shall match adjoining pavement ensuring smooth transitions and no tripping hazards.
8. Contractor shall be responsible for restoring all areas of disturbed during construction to original conditions.

Note 1: Stone shall be comprised of 3"-5" diameter clean, washed river stone. All areas of erosion protection stone
shall be underlain with geotextile fabric (Geotex 801 by Propex or approved equivalent)
Note 2: Underdrain is to be implemented as feasible if tested infiltration is below 1 in/hr at the site.

D
ee

p 
R

iv
er

 T
ow

n 
Li

br
ar

y
St

or
m

w
at

er
 R

un
of

f R
ed

uc
tio

n 
Pl

an
15

6 
M

ai
n 

St
re

et
, D

ee
p 

R
iv

er

M
id

dl
es

ex
 C

ou
nt

y,
 C

T

Pr
op

os
ed

 S
ite

 P
la

n

Drawn By: BZ, TF
Date: 10/25/2021

Note:

P1

Scale


	Sheets and Views
	Proposed site plan


